
Westex UltraSoft® 
Now in High-Vis
ANSI 107 Certified

SEE FOR  
YOURSELF



 

With a new breakthrough 
technology, Westex UltraSoft® is 
now available in High-Vis certified 
to ANSI 107. The market-proven 
protection, comfort and value 
make it the fabric your employees 
will want to wear. 

ANSI 107 Certified

NFPA 70E® PPE Category 2

UL Certified to NFPA 2112

Guaranteed flame resistant  
for the life of the garment

Superior softness



STYLE WEIGHT CONTENT DESCRIPTION

5572 7 oz/yd² (237 g/m2) 88% Cotton, 12% Nylon Shirt, Vest, Jacket, Coverall

ANSI 107 CERTIFIED



The information in this brochure is based on testing conducted by or conducted on behalf of Westex, Inc., an entity of Milliken & Company, and represents our analysis of the test results. It is not intended 
to substitute for any testing that may be unique and necessary for your facility for you to determine the suitability of our products for your particular purpose. Because we cannot anticipate all variations in 
end-user conditions, Westex, Inc. makes no warranties and assumes no liability whatsoever in connection with any use of this information. All test results reported are based on standard laboratory tests 
related to exposure to arcs, flames and heat. The results reported should not be used to predict garment performance in actual fire situations. All sales are exclusively subject to our standard terms of sale 
posted at www.milliken.com/terms (all additional/different terms are rejected) unless explicitly agreed otherwise in a signed writing. Consult with the fabric supplier, garment manufacturer and launderer 
for recommendations of proper cleaning techniques.
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